
 

 

  
CCHHRRooccooddiillee  MMPPSS  

  
The CHRocodile MPS optical multi-point sensor offers up to 24 simultaneous distance and 
thickness measurements. Thanks to its 24 independent channels, CHRocodile MPS is used to 
use different probes (single point or multipoint) in the limit of 24 measured points.  
 
The  MPS10  is  a  multipoint  line  probe  dedicated  to  CHRocodile  MPS  controller.  This  new  
optical  probe  can  make  up  to  10  measurements  at  once  along  a  line.  Compared  to  single  
probes, a larger surface area can be scanned faster using the CHRocodile MPS. 
 
CHRocodile MPS is a powerful sensor for glass industry applications. The CHRocodile MPS 
measures at a rate up to 108 000 points per second. This results in the shortest measuring 
times. Thin-walled areas of glass containers are found more reliable using a CHRocodile MPS, 
thus saving money and time by avoiding unnecessary rejects. 

  
  
  
  

  
            

  
  
  
           
 
Efficient 
 Measurement of layer thickness and distance along a line  
 Replaces up to 24 individual sensors 

 
Versatile 
 Any combination of point and line measuring heads 
 5 encoder inputs, trigger input, sync-output 
 Wall thickness measurements of colored container glass 

 
User-friendly and safe 
 19“wide housing/rack mountable 
 Non-contact measurements 
 Robust and maintenance-free  

 



 

 

CCHHRRooccooddiillee  MMPPSS  
  

Sensor   CHRocodile MPS 
 application distance, thickness 

 measurements / second  4500 (24 channels); 9000 (10 channels) 1) 

 number of measuring channels  24 

 synchronization with external devices  trigger input, synchronizing output, 5 encoder inputs 

 interface  Ethernet, service ports: RS-422, USB 

 transfer rate  100 Mbit (Ethernet), 9600 - 921600 Baud (RS-422), 921600 Baud 
(USB: virtual comport) 

 light source LED 

 fiber connector  E2000 

 dimension (w x h x d)  19“ x 3 HE x 306 mm 

 weight  5.5 kg 

order number 5008239 
    

11))  TThhee  mmeeaassuurreemmeenntt  rraattee  ddeeppeennddss  oonn  tthhee  nnuummbbeerr  ooff  uuttiilliizzeedd  cchhaannnneellss..  

CChhaannggeess  aanndd//oorr  iinnnnoovvaattiioonnss  mmaayy  lleeaadd  ttoo  ddiiffffeerreenncceess  iinn  tthhee  lliisstteedd  tteecchhnniiccaall  ddaattaa..  

  
OOppttiiccaall  pprroobbee  MMPPSS  1100  
  

 application thickness, distance 

measuring range 10 mm 

number of measuring points 10 

line length  9 ± 0.5 mm 
working distance 43.6 mm 
spot diameter 30 µm 

pitch 1 ± 0.05 mm 

numerical aperture 0.27 

measurement angle to surface 90 ± 15° 

thickness measuring range 370 µm – 15 mm 

dimension (with fiber connector) l = 182 mm; d = 50 mm 

weight 520 g (without fiber) 

order number 5008240 


